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Cont rol pane l：YDG3700N-E
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YDG-2700N
(Recoil)

( Electric)

L

590 (23.23)

649 (25.55)

W

416 (16.38)

416 (16.38)

H

500 (19.69)

500 (19.69)
YDG-3700N

(Recoil)

( Electric)

L

650 (25.59)

650 (25.59)

W

496 (19.53)

496 (19.53)

H

530 (20.87)

530 (20.87)

YDG-5500N

YDG-6600TN

(Recoil)

( Electric)

(Recoil)

( Electric)

L

720 (28.35)

720 (28.35)
_

720 (28.35)

W

480(18.90)

480(18.90)
_

480(18.90)

H

578 (22.76)

578 (22.76)
_

578 (22.76)

YDG-2700N
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AIR-COOLED DIESEL ENGINE 
L-N SERIES
Its secret is Yanmar's micro-size
fuel injection system.

The fue l inject ion system, 
the hear t of a diesel, 
has been ref ined t hrough 
yea rs of resea rch and 
development at Yanmar. 
We have now succeeded 
in minimiz ing t he weight 
and size of this equipment and simpl i f y ing 
t he st ructu re by adopt ion of a bushless 
pump and a smaller nozzle.

● Durable - because i t  is bui l t  
    by a special ist in large 
   diesel technology.
● Convenient Recoi l  st a r ter - 
    a feature commonly associa t ed 
　with g asol i ne eng ines.
● Fuel costs d ip t o a new low 
　with Ya nmar ’s d i rect fuel 
    i nject ion system.
● Very low v i brat ion and quiet 
　 running make i t  ideal,  a popular
   choice for const ant ly op erat ing
   mach inery. 
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YDG2700N YDG3700N YDG5500NModel YDG6600TN

Type

Frequency

Max. AC output

Cont. AC output 

DC out put (generator & charger)

Voltage

Rated power factor

Phase

Excitat ion system

Model

Type

Displacement

Cont. out put

St a r t ing system

Combust ion system

Governor system

Fuel oil

Fuel tank capacity

Lube oil capacity

Operat ion capacity
(One tankful)* app rox.

Noise level at 7m (approx.)

Dimensions L x W x H (Recoil)

Dry weight (Recoil)

Dimensions L x W x H (Elect ric)

Dry weight (Electric)
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SPECIFICATIONS
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kVA

kVA

V-A
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%

cc

kW/min-1 ( rpm)
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lit.

hr.

dB (A)

mm

kg

mm

kg

12-8.3

120, 220, 240, 110 / 220, 120 / 240

100

Single phase

Self-excit at ion

L70N5/6-G (E)Y
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Recoil or Recoil / Electr ic

1.1

650 x 496 x 530

70

650 x 496 x 530

82

435

1.65

720 x 480 x 578
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The New YDG from Yanmar For Power and Economy
If you are looking for a silent, compact, power source, with minimum fluctuations, 
the YDG is waiting for you. Durability and long operation are designed in. Mobility 
approaches that of a gasoline generator. And the direct injection air-cooled 
diesels, the amongst smallest in the world, offer very good fuel savings. The power 
is high. The cost is low. Specifications and accessories are available for most 
markets. Listen carefully, or you might not even notice they're at work. 

Revolving f ield type 2 pole generator

Ver t ica l, 4-cycle, a i r- cooled diesel engine

Direct inject ion

All speed by centr i fugal weight

Diesel fuel oil

Versatile power
An AVR (Automat ic Volt age Regulator) g ives low-
fluctuat ion power delivery at a select ion of volt ages 
form 110V to 240V. Each model also makes 
availa ble12V D.C - really useful for charging car/ boat 
bat teries.(excluding 3-phase models)

Dusk-to-dawn Operation 
without Fill-up
A single t ankful of diesel wi l l  keep t hese air-
cooled gensets on the go for 6 ~9.5 hours. 
The secret to such long operat ion is their low fuel 
consumption from features l ike direct inject ion- a 
major feat for t h is t ype of compact engine. 
These gensets give savings with every t ankful of 
diesel . And they have a ut i l i ty-s ize fuel t ank, 
so you can leave t hem running al l  n ight.

Total Carry-around Convenience
The extra- l ightweight YDG is as easy to move 
around as most gasol ine units. And i t 's easy to 
store too.We've achieved i t by l inking together 
our smal l a i r-cooled diesel ( the Yanmar L-N type) 
with a highly compact and  l ight U-frame 
generator. The size and weight tr imming al lows 
you to take these ,open-type,sets anywhere.

Peaceful power; the YDG
Engine and generator rest on incl ined rubber 
blocks. Th is improved mount ing system t akes 
away both vert ical and hor izontal v i brat ions, 
leaving you with a smoothly purr ing engine. 
Noise prevent ion measures are t aken at several 
levels; at intake, in the combust ion system and 
through the wel l muff led exhaust system.

Alarm system
The chance of damage due to low oi l  level 
operat ion is reduced with a Yanmar genset. 
An alarm is act ivated and the engine stops as 
soon as the oi l  fa l ls low. Besides, the sockets on 
the control panel are recessed and the 
muff ler is enclosed with a cover.

Instant, No-effort Starts 
With a short 70cm stroke of a recoi l  st ar ter, the 
engine jumps into l i fe. Auto-return decompression 
makes st art ing easier and quick even when the 
temperature is low.

Easy Maintenance,
Long lasting
Fewer par ts mean fewer ma intenance worries - 
inspect ion is easy and adjustments s imple. 
Forced lubr icat ion feeds oi l  to vi ta l parts, 
and high qual i ty mater ia ls g ive f i rst-class dura bi l i ty.  

YDG2700N YDG3700N YDG5500N
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